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BOIACCA INIEZIONE LEGGERA 

LIGHT INJECTION GROUT  
Low specific-weight mortar of pozzolanic hydraulic lime for fresco and historical 

plasters restoration  
 

 

Boiacca Iniezione Leggera – Calchèra San Giorgio is a mortar for restoration with a low specific weight, for 

consolidating injections of frescos and historical plasters. Composed of a pozzolanic hydraulic lime obtained 

by cold mixing of pure aerial slaked lime with a very high calcium hydrate ratio and selected natural 

pozzolana, mixed with high specific surface micronized silica and carbonate aggregates.  

It does not contain sulphate, free lime and any traces of clinker; it is highly breathable and it does not alter 

the steam permeability of the handwork. Free from harmful substances to health and environment. Recyclable 

as an inert material at the end of its life. 

 

 

 
 

FIELDS OF APPLICATION 

Pozzolanic lime mortar specific for restoring plasterwork of cultural and historical interest, frescoes and wall paintings. Pozzolanic 

lime’s remarkable hydraulic character, absence of water-soluble salts, mortar high water vapour diffusion coefficient and low elastic 

modulus make Boiacca Iniezione Leggera - Calchèra San Giorgio ideal for the adhesion of crumbling plasters, infilling lacunae or wall 

channels with poor adhesion in vaulted structures, filling losses even under critical conditions with disintegrating materials and in damp 

and crumbling sites. 

 

SUBSTRATE PREPARATION  

Injected manually using a syringe after boring small holes at pre-established points in the plasterwork to be consolidated. Each hole 

must be no deeper than the thickness of the plaster. The bore holes and/or any existing cracks must be carefully cleaned with air and 

clean water (taking care not to damage the plaster) to remove any powdery material and disintegrated mortar and to encourage adhesion 

of the injected product. Cracks, even small ones, are filled and the edges of the original areas are sealed to prevent leakage of the 

consolidating compound through application of a protective edge mortar having a suitable particle size (Maltina per Ricostruzioni - 

Calchèra San Giorgio). 

 

MIXING 

Mix each 10 Kg package with about 6-7 Lt of clean water, that is about the 60-70% of the powder weight. Mix carefully at low speed 

for about 5 minutes until fluid and homogeneous compound is achieved. 

 

APPLICATION 

Inject by using manual syringes. 

 

APPLICATION TEMPERATURE 

Apply at room and surface temperature between +5°C and + 35°C. 

 

CONSUMPTION 

Variable according to the deterioration of the surfaces.  
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TECHNICAL DATA 

Form  Powder 

Colour  Amber White 

Binder Pantheon Pozzolanic Lime 

UNI EN 459-1  FL 5 

Grain size UNI EN 1015-1 From 0 to 60 μm 

Dried mortar apparent density UNI EN 1015-10 ≈ 800 Kg/m3 

Bending strength UNI EN 1015-11 > 0,60 N/mm2 

Compressive strength UNI EN 1015-11 > 3 N/mm2 - Category CS II 

Water vapour permeability UNI EN 1015-19 μ < 6 

Free lime content to 28 days (UNI EN 459-2) Absent 

pH 13 

Flame resistance Class A1 

Compliant with EN 998-1  

 

 

PACKAGING 

3 - 10 Kg buckets 

STORAGE 

Keep in a dry and cool place. Protect from damp, rain, frost and sources of heat. Apply within 12 months of production date. 

WARNINGS 

Product for professional use. Do not modify the product. Protect from rain throughout the entire drying period. Due to the use of pure 

and natural raw materials, colour uniformity cannot be guaranteed between different supplies of the material. The information and 

directions reported refer to laboratory tests along with the technical and applicative knowledge we possess. It is advisable to carry out 

practical tests on-site. However, the user must verify the suitability of the product for its intended use and its consumption, assuming all 

liability arising from its application. The company reserves the right to make technical changes without prior notice. Please refer to the 

Safety Data Sheet prior to using the product. 

 


