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TONACHINO COCCIOPESTO 

COCCIOPESTO COATING 
Finishing mortar of pure lime, natural pozzolana and cocciopesto 
 

 

 

Pre-packaged finishing plaster in powder, mineral, breathable, eco-sustainable and bio-compatible, 

composed of pure aerial lime, micronized natural pozzolana, cocciopesto, made of crushed bricks baked at 

low temperature and selected calcareous-siliceous aggregates in continuous particle size curve. Absolutely 

free of any form of clinker. 

The binder contained in this mortar is a hydraulic lime obtained by cold mixing of aerial top-quality slaked 

lime, obtained from calcination, at low temperature (about 850-900°C), of pure limestone and micronized 

natural pozzolana of different specific surface and energy. The particular binder, called Calce Pozzolanica 

Pantheon - Calchèra San Giorgio, gives the dough excellent adhesion to the support, considerable elasticity (low elastic 

modulus), very high breathability, high resistance to alkaline aggressions, mould and bacteria formation. Free from 

substances harmful to health and environment. Recyclable as an inert material at the end of its life 

 

 

FIELDS OF APPLICATION 

Tonachino Cocciopesto - Calchèra San Giorgio is suitable for finishing indoor and outdoor masonry, particularly suitable to operations 

intended to confer the natural colour of the material to the surfaces, where the use of a natural, hygroscopic material that is very 

breathable and resistant to chemical aggression is required. 

This product is specifically designed for conservative and monumental restoration in total compatibility with the original materials 

employed in the past, thanks to its formulation with historical raw materials.  

Particularly suitable in environmentally-friendly buildings to ensure hygroscopicity and health to the environments.   

 

SUBSTRATE PREPARATION  

The substrate must be properly cleaned, compact, and show no signs of dusting. Any non-adherent and inconsistent parts, dust, dirt, 

saline efflorescence, traces of oils, fats, waxes, mould and so forth must be removed prior so as not to affect the adhesion of the finish. 

- The masonry, be it old or new, must be plastered prior with Intonaco Cocciopesto – Calchèra San Giorgio, Fortis Intonaco - 

Calchèra San Giorgio or Rudus Intonaco - Calchèra San Giorgio. Before applying the finishing coat, properly moisten the surface. 

- The old plasters must adhere well to the wall material, being free from damage, dry, clean and previously treated with Silifix - 

Calchèra San Giorgio primer then levelled to uniform any integrations, seams and grouting with Rasante'900 - Calchèra San 

Giorgio. Properly moisten the base before applying the finishing coat. 

- Indoor surfaces in plasterboard, fibro-gypsum or similar must be treated prior with Fondo Consolidante di Profondità A - Calchèra 

San Giorgio primer then levelled by applying Rasante'900 - Calchèra San Giorgio reinforced with resistant alkali mesh; 

alternatively, prepare the base by applying Siligrund - Calchèra San Giorgio filler paint. 

 

MIXING 

Mix each 20 Kg bag with about 7-8 litres of clean water, that is about the 35-40% of the powder weight until a homogeneous, soft and 

lump-free mixture is achieved. Mixing should be done with a mechanical stirrer or a special mixing machine.  

Before application, allow the mixture to rest for 10-15 minutes. 

 

APPLICATION 

On the suitably prepared and wet base, apply a first coat of Tonachino Cocciopesto - Calchèra San Giorgio using a finishing trowel, 

with a maximum thickness of about 2 mm. Once the first layer is dry, apply the second coat in the same thickness as the first, eventually 

reducing it until achieving perfect flatness with a sponge trowel when the surface is not yet fully hardened.  

Failure to follow prescriptions of the “Rule of Art” may lead to unwanted results. 
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FINAL PROTECTION 

When the finish is applied to outdoor surfaces, final protection will be required. If the finish is applied indoors, in rooms in which 

greater protection is needed (bathroom, kitchen, etc....), products based on oils, waxes and natural soaps or other mediums with a suitable 

protective finish can be applied. 

In order to assess the type of protection, the desired final effect and the method of application, carrying out representative tests shall be 

necessary. Before applying any type of protection, wait for the complete drying and maturation of the finish (minimum 7-10 days). 

 

APPLICATION TEMPERATURE 

Apply at room and surface temperature between +5°C and + 35°C in still air. 

Protect against too fast drying and direct sunlight, avoid draughts. 

 

CONSUMPTION 

3 - 4 Kg/m2 

TECHNICAL DATA 

Binder Pantheon Pozzolanic Lime 

UNI EN 459-1 FL 5 

Form Powder 

Colour Pinkish  

Grain size UNI EN 1015-1 From 0 to 1 mm 

Dried mortar apparent density UNI EN 1015-10 ≈ 1250 Kg/m3 

Surface adhesion UNI EN 1015-12 0,3 N/mm2 

Compressive strength UNI EN 1015-11 Category CSII  

Water vapour permeability UNI EN 1015-19  < 8 

Thermal conductivity UNI EN 1745 λ = 0,36 W/mK (tabulated value)  

pH 13 

Flame resistance Class A1 

Compliant with EN 998-1 GP-CSII-W0 

 

PACKAGING 

20 Kg bags 

 

STORAGE 

Store with the bag intact in a cool, dry place, away from moisture, rain, frost or sources of elevated heat for a period not exceeding 12 

months. 

 

WARNINGS 

Product for professional use. Do not modify the product. Protect from rain throughout the entire drying period. Due to the use of pure 

and natural raw materials, colour uniformity cannot be guaranteed between different supplies of the material. The information and 

directions reported refer to laboratory tests along with the technical and applicative knowledge we possess. It is advisable to carry out 

practical tests on-site. However, the user must verify the suitability of the product for its intended use and its consumption, assuming all 

liability arising from its application. The company reserves the right to make technical changes without prior notice. Please refer to the 

Safety Data Sheet prior to using the product. 

 


