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PROTETTIVO IDROREPELLENTE A 

WATER-REPELLENT PROTECTIVE A 
Breathable siloxane-based final protective 

 
Protettivo Idrorepellente A - Calchèra San Giorgio is a substance based on oligomer siloxanes dissolved in water. It has a 

low viscosity, allowing excellent penetration into the support to be treated. The protective action does not affect the 

breathability of the artifact, so it does not substantially reduce permeability to water vapour. 
 

 
FIELDS OF APPLICATION 
Protettivo Idrorepellente A – Calchèra San Giorgio should be used on plasters, lime finishes, bricks, concrete, cement and monumental stone 

elements.  

 

APPLICATION 
On newly applied plasters and finishes, wait for complete drying and maturation (minimum 7 10 days) before applying. 

Protettivo Idrorepellente A – Calchèra San Giorgio is ready to use and can be applied, as required, using low pressure vaporizers or 

natural-fibre brushes. In cases where surfaces are highly porous, we recommend applying the product until complete saturation is 

achieved. Remove excess material immediately after application to avoid formation of glossy stains in areas of low porosity. We 

recommend applying a single complete application across the entire surface to assure a uniform visual effect. We also recommend 

testing the product on sample areas before final application. 

 

APPLICATION TEMPERATURE 

Apply at room and surface temperature between +5°C and +35°C. 

 

CONSUMPTION 

Approximately 0,1 – 0,2 Lt/m2 depending on the support. 

An exact assessment can only be made after sampling. 
 

TECHNICAL DATA 

Form Liquid 

Colour Colourless 

Penetration 2 – 7 mm 

Specific weight 1 Kg/Lt ± 0,1 

pH 5-7 

Reduced water absorbance > 70% 

Colour change None 

Water-repellency Excellent (contact angle >120°C) 

Dilution Ready-to-use product 

 

PACKAGING: 5 – 10 Lt canister 

 

STORAGE: Store in a cool, well-ventilated place; keep the canister closed when not used. Apply within 12 months from the date of 

manufacture. 

 

WARNINGS: Product intended for professional use. Free the work area from extraneous items and persons, adequately protecting 

the areas on which product is not to be applied. The operator must be equipped as required by the current safety regulations. In 

accordance with European Community directives on dangerous substances and mixtures, the product has no symbols indicating 

harmfulness and is dissolved in aqueous solution. Please refer to the Safety Data Sheet. 


